
CABLE SUSPENSION

HVAC
PIPING

&
Griplock® Systems is a clean, contemporary, and unobtrusive
HVAC and Piping cable suspension system. Our tool-free
height-adjustable system takes hours out of normal installation
times. Ease of installation and the ability to level ducting in
seconds, makes Griplock the Best Choice for installers.
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GRIPLOCK® SYSTEMS

Griplock designs, engineers, manufactures and distributes adjustable and fixed cable suspension systems for use in the HVAC, lighting, retail display, art, display, suspended ceiling, 

trade show, rigging and defense industries.  Since 1992 Griplock has provided manufacturers and contractors with the broadest selection of the highest  

quality, most reliable cable suspension products in the world.

GRIPLOCK® GRIPPERS

The cable gripper is a fully adjustable cable suspension device for use with 7x7 and 7x19 aircraft cable only. It automatically locks anywhere

on the cable and can be moved up or down at the touch of a button. As shown in the drawings, the three ball bearings sit in three of the six

grooves on the circumference  of the cable so the pressure on the cable is evenly distributed. 

As a result, the gripper holds about 60% of the published break strength of the cable. Griplock recommends a 5:1 working load limit (WLL)

based upon that 60%.  This makes the gripper the fastest, strongest and simplest way for suspension.During the last 30+ years, the

aircraft cable / gripper combination has become the preferred suspension system by manufacturers and installers worldwide.

The Griplock Gripper is precision built to our own specifications. We closely monitor quality, and batch-test every shipment received. We

continually refine the gripping mechanism to produce better results.

WHERE IT STOPS, IT LOCKS®
 
Griplock Grippers. Sophisticated in design, simple to use:

•	Insert the cable through the plunger into the gripper mechanism.  

	 Slide the gripper to the desired position. 

•	To re-adjust, depress the plunger with your fingertip and move  

	 the gripper to a new position. Release the plunger to lock. 

•	The 3- or 6-ball gripping mechanism is spring-loaded and allows  

	 the gripper to move freely UP the cable. The gripper cannot move  

	 DOWN the cable unless the plunger is depressed. 

•	An optional safety nut or safety cap can be added to completely  

	 lock the mechanism in both directions.  

QUALITY & SAFETY

Griplock’s highest priority is safety. Improper installation and/or the wrong choice of components can have devastating consequences.

Griplock’s reputation is built on safety, quality, customer service and 30 years of experience. Our customers know that we stand squarely behind our products.

Griplock’s quality control system is modeled after ISO 9001. Prior to assembly, all individual Griplock Gripper components are tested randomly to

meet Griplock’s high QC standards. Griplock products are the safest, strongest, simplest and most versatile system of its kind on the market today, offering

thousands of precision-made parts to fit almost every conceivable application.

1    ABOUT GRIPLOCK® SYSTEMS

Cable

Ball bearing

TESTING AND VERIFICATION
Griplock cable suspension systems are tested to the highest standards.

Cable

Plunger

Ball bearings

Spring

Pressure plate

Safety Nut/Cap (optional)

Gripper Housing
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BUILD YOUR KIT    2

3. Choose Your Duct Attachment

X2
Looping Gripper

1/16” - 1/8” Cable

SDC
Boot Gripper

3/32”-1/8” Cable

2. Choose Your End Fitting

44
Swaged Loop

1/16”-1/8” Cable

1420
1/4-20 Threaded Stud

1/16” Cable

3816
3/8-16 Threaded Stud

3/32”-1/8” Cable

TG
Toggle

1/16”-1/8” Cable

GH
Snap Clip

1/16”-3/32” Cable

CC1
1/4-20 Threaded Coupler

1/16”-3/32” Cable

CC2
3/8-16 Threaded Coupler

1/16”-1/8” Cable

8938
3/8” 90° Eyelet
3/32”-1/8” Cable

1. Choose Your Cable Diameter

1/16” 1/8”3/32”

4. Choose Your Cable Length

5’ 10’ 20’15’ 30’

5. Create Your Product Number

60 120 180 240 360

16 24 30

EX: (GH-AG24-2PCC-SDC-180)

ST1
Strut Gripper

3/32”-1/8” Cable

8814
1/4” Straight Eyelet

3/32”-1/8” Cable

8838
3/8” Straight Eyelet

3/32”-1/8” Cable

G AH G

2PCC
2-Part Coupler

1/16” - 1/8” Cable

8914
1/4” 90° Eyelet
3/32”-1/8” Cable

SF
ShotFire

1/16”-3/32” Cable
ST2

Strut / Clevis Gripper
3/32”-1/8” Cable

Kits are sold in packs of 10.
(10 cables / 10 grippers)
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3    END FITTINGS

Swaged Loop
• For looping around purlins, beams, roof trusses and other 
suitable building features

Griplock Systems recommends purchasing cut-to-length aircraft cable. Griplock Systems fuse-
cuts the ends to prevent splitting and fraying, so the cable slides effortlessly into the gripper. 

Standard stock cable diameters are 1/16”, 3/32”, and 1/8” and are available in lengths of
5’, 10’, 15’, 20’, and 30’.  

If your project requires bulk cable, we recommend purchasing a new Cable Cutter (see pg 10), 
which is designed to give the cleanest cut possible in the field.

Threaded Stud

• For anchoring into concrete ceilings and channel nuts
• Available in 2 sizes: 1/4-20 and 3/8-16

Toggle

• For inserting into pre-drilled holes of metal decking 
and other structures

Snap Clip

• Quick and easy attachment to cable basket, purlin clips, 
and other fittings

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:

.XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

MINIMUM BREAK STRENGTH 500 LBS (100lbs working load)

DIM A 
(IN)

TOLERANCE 
(IN)GRIPLOCK P/N

36± 0.125AG-20-GH-36
48± 0.125AG-20-GH-48
60± 0.125AG-20-GH-60
72± 0.125AG-20-GH-72
96± 0.125AG-20-GH-96
120± 0.25AG-20-GH-120
180± 0.25AG-20-GH-180
240± 0.50AG-20-GH-240GRIPLOCK SYSTEMS

This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

410 Palm Ave. Loft A18, Carpinteria, CA93013
Phone (805) 566-0064 Fax (805) 566-0065

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

NA
1:1AG-20-GH-XXX

5/64" Galvanized Cable w/ 
Gated Hook Terminal

AG-20-GH-XXX
DESCRIPTION: DATE:03/03/06 DRAWN BYREV

CHECKED BY

REVISION BLOCK

DESCRIPTIONDATE

RDKINT

REV

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:

.XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

TOGGLE FOR 13/32" HOLE

CABLE ASSEMBLY TO HAVE MINIMUM BREAK STRENGTH OF CABLE: 920LBS

REVISIONS

REV.DESCRIPTIONDATE

DIM ATOLERANCEGRIPLOCK P/N
60±0.125AG-24-TG-60
120±0.25AG-24-TG-120
180±0.25AG-24-TG-180
240±0.50AG-24-TG-240

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1AG-24-TG-xxx

3/32" 7x7 Galv. Cable w/ 
Toggle End

AG-24-TG-xxx
DESCRIPTION: DATE:11/7/2019 DRAWN BYREV

CHECKED BY
NRBINT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
.XX .01    .XXX .005     Angles 1

3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

MINIMUM BREAK STRENGTH 1500LBS (300lbs Working Load)

Parts to be RoHS & REACH Compliant

USE  0.312 HEX CAVITY ON CHEX023 DIE

300lbs Working Load

REVISIONS

REV. DESCRIPTION DATE

A ADDED SWAGE LENGTH 1.0" 01/03/2020

B 0.50-0.63 SWAGE LENGTH WAS 1.0" 08/13/2020

DIM A Cut Length Tolerance Griplock P/N
60 58.25 ±0.125 AG-30-3816-1.25-60
120 118.25 ±0.25 AG-30-3816-1.25-120
180 178.25 ±0.25 AG-30-3816-1.25-180
240 238.25 ±0.50 AG-30-3816-1.25-240

DIM A Tolerance Griplock P/N
60 ±0.125 AG-30-3816-1.25-60
120 ±0.25 AG-30-3816-1.25-120
180 ±0.25 AG-30-3816-1.25-180
240 ±0.50 AG-30-3816-1.25-240

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 AG-30-3816-1.25-xxx rB

1/8" 7x19 Cable w/ 3/8-16 
Stud

AG-30-3816-1.25-xxx
DESCRIPTION:DATE: 10/22/2019DRAWN BY REV

CHECKED BY
NRB B

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:

.XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

NOTES:
NICOPRESS DIE M 1.
MINIMUM BREAK STRENGTH 2,000 LBS 2.

Minimum Break Strength: 2000lbs (400lbs working load)

CUT 
LENGTH 

(IN)
DIM A 

(IN)GRIPLOCK P/N

2724AG-30-44-24
2926AG-30-44-26
3936AG-30-44-36
4138AG-30-44-38
5148AG-30-44-48
9996AG-30-44-96
123120AG-30-44-120
243240AG-30-44-240

REVISION BLOCK

REVDESCRIPTIONDATE

AADDED CUT LENGTH03/16/12

BCHANGED 7X7 TO 7X1910/02/14

CUPDATED CUT LENGTHS & ADDED MANUFACTURING NOTES04/24/17

DIM A 
(IN)GRIPLOCK P/N

24AG-30-44-24
26AG-30-44-26
36AG-30-44-36
38AG-30-44-38
48AG-30-44-48
60AG-30-44-60
96AG-30-44-96
120AG-30-44-120
180AG-30-44-180
240AG-30-44-240

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

1132 Mark Ave., Carpinteria, CA 93013
Phone (805) 566-0064 Fax (805) 566-0065

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1AG-30-44-xxx rC

1/8" Galvanized Cable 
w/ Loop End

AG-30-44-xxx
DESCRIPTION: DATE:09/20/06 DRAWN BYREV

CHECKED BY
RDKC

44

1420 / 3816

TG

GH
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END FITTINGS    4

90° Eyelet
• Screws directly into wood structure
• Available in 2 sizes: 1/4” or 3/8” screw hole

ShotFire

• Quickly and easily attaches to concrete, 
steel or composite metal decking
• Complete with pre-assembled drive pin 
and bracket

Straight Eyelet

• Attach to i-beams, structure, or T-Bar
• Available in 2 sizes: 1/4” or 3/8” screw hole

Swaged Sleeve w/2-part Coupler
• 2-part non-adjustable cable coupler
• Screws directly into wood structure

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
.XX .01    .XXX .005     Angles 1

3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

Note:  Coupler Rated for Full Break Strength of Cable Used

ADIM A GRIPLOCK P/N CABLE SIZES
0.09 CC-M13-1420-Q2.4 3/64" - 5/64"
0.14 CC-M13-1420-Q3.5 3/32" - 1/8"

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

1132 Mark Ave., Carpinteria, CA 93013
Phone (805) 566-0064 Fax (805) 566-0065

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

NICKEL PLATED BRASS
1:1 CC-M13-1420-Qx.x

2 Part Cable Coupler for
CC-M13-1420-Qx.x

DESCRIPTION:

3/64" -1/8" Cable
DATE: 01/05/07DRAWN BY REV

CHECKED BY

REVISION BLOCK

DESCRIPTION DATE

RDK INT

REV

Cable Coupler

• Attach to i-beams, structure, or T-Bar
• Available in 2 sizes: 1/4-20 or 3/8-16 internal thread

0.50

0.12

1.00

A

A

Internal Thread

CC-3816

PROPRIETARY AND CONFIDENTIAL

authorization of GRIPLOCK SYSTEMS, LLC.
PART NUMBER:

MATERIAL: DESCRIPTION:NICKEL PLATED BRASS
1:1

of apparatus without the express written

SCALE:

This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS, LLC
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale

Cable Coupler with 3/8-16 
SHEET 1 OF 1

GRIPLOCK SYSTEMS
793 Duncan Reidville Rd. Duncan, SC 29334 
Phone (805) 566-0064 Fax (805) 566-0065

Unless otherwise specified
1. Dimensions are in millimeters
2. Tolerances are:
  All Dimensions .125     Angles 1
3. Break all edges .125 min
4. Finish 1.6 micro millimeters
5. Dimensions apply after finish
6. Concentricity = .6 TIR

Cable assembly to have the full break strength of the cable. MBS:920lbf

Parts to be RoHS and REACH compliant

Use Cavity 5.7mm on Die C0005

REVISIONS

REV. DESCRIPTION DATE

A ADDED SWAGE LENGTH, CHANGED TO HEX SWAGE. 
ADDED DIM A UNITS 01/06/2020

B CHAGNED TO 5.70MM ROUND DIE;  ADDED CUT 
LENGTH 08/13/20

DIM A (IN) CUT LENGTH (IN) TOLERANCE (IN) GRIPLOCK P/N
60 59.25 ±0.125 AG-24-88G28-60
120 119.25 ±0.25 AG-24-88G28-120
180 179.25 ±0.25 AG-24-88G28-180
240 239.25 ±0.50 AG-24-88G28-240

DIM A (IN) TOLERANCE (IN) GRIPLOCK P/N
60 ±0.125 AG-24-88G28-60

120 ±0.25 AG-24-88G28-120
180 ±0.25 AG-24-88G28-180
240 ±0.50 AG-24-88G28-240

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

1132 Mark Ave., Carpinteria, CA 93013
Phone (805) 566-0064 Fax (805) 566-0065

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 AG-24-88G28-xxx rB

3/32" 7x7 Galv. cable w/ 
forged eyelet Ø7

AG-24-88G28-xxx
DESCRIPTION:DATE: 10/22/2019DRAWN BY REV

CHECKED BY
NRB B

Unless otherwise specified
1. Dimensions are in millimeters
2. Tolerances are:
  All Dimensions .125     Angles 1
3. Break all edges .125 min
4. Finish 1.6 micro millimeters
5. Dimensions apply after finish
6. Concentricity = .6 TIR

Cable assembly to have full break strength of the cable. MBS: 920lbf

PARTS TO BE RoHS AND REACH COMPLIANT

Use Cavity 6.5mm on Die C0067

REVISIONS

REV. DESCRIPTION DATE

A ADDED SWAGE LENGTH, CHANGED TO HEX SWAGE. 
ADDED DIM A UNITS 01/06/2020

B CHANGED TO 5.70MM ROUND SWAGE 08/13/2020

C CHANGED DIE TO 6.50MM;  UPDDATE SL89G-24-28/47 11/3/2020

DIM A 
(IN)

CUT LENGTH 
(IN)

TOLERANCE 
(IN) GRIPLOCK P/N

60 59.125 ±0.125 AG-24-89G28-60
120 119.125 ±0.25 AG-24-89G28-120
180 179.125 ±0.25 AG-24-89G28-180
240 239.125 ±0.50 AG-24-89G28-240

DIM A 
(IN)

TOLERANCE 
(IN) GRIPLOCK P/N

60 ±0.125 AG-24-89G28-60
120 ±0.25 AG-24-89G28-120
180 ±0.25 AG-24-89G28-180
240 ±0.50 AG-24-89G28-240

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

1132 Mark Ave., Carpinteria, CA 93013
Phone (805) 566-0064 Fax (805) 566-0065

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 AG-24-89G28-xxx rC

3/32" 7x7 Galv cable w/ 
forged eye Ø7 bent 90°

AG-24-89G28-xxx
DESCRIPTION:DATE: 10/22/2019DRAWN BY REV

CHECKED BY
NRB C

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:

.XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

REVISIONS

REV. DESCRIPTION DATE

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:2 AG-24-SHF-xxx

3/32" 7x7 Galv. Cable w/ 
Shot Fire Clip

AG-24-SHF-xxx
DESCRIPTION:DATE: 12/20/2022DRAWN BY REV

CHECKED BY
NRB INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:

.XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

Note:  Coupler Rated for Full Break Strength of Cable Used

ADIM A GRIPLOCK P/N CABLE SIZES
0.09 CC-M13-1420-Q2.4 3/64" - 5/64"
0.14 CC-M13-1420-Q3.5 3/32" - 1/8"

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

1132 Mark Ave., Carpinteria, CA 93013
Phone (805) 566-0064 Fax (805) 566-0065

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

NICKEL PLATED BRASS
1:1 CC-M13-1420-Qx.x

2 Part Cable Coupler for
CC-M13-1420-Qx.x

DESCRIPTION:

3/64" -1/8" Cable
DATE: 01/05/07DRAWN BY REV

CHECKED BY

REVISION BLOCK

DESCRIPTION DATE

RDK INT

REV

SF

8814 / 8838

8914 / 8938

CC1 / CC2

2PCC

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
.XX .01    .XXX .005     Angles 1

3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

Note:  Coupler Rated for Full Break Strength of Cable Used

ADIM A GRIPLOCK P/N CABLE SIZES
0.09 CC-M13-1420-Q2.4 3/64" - 5/64"
0.14 CC-M13-1420-Q3.5 3/32" - 1/8"

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

1132 Mark Ave., Carpinteria, CA 93013
Phone (805) 566-0064 Fax (805) 566-0065

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

NICKEL PLATED BRASS
1:1 CC-M13-1420-Qx.x

2 Part Cable Coupler for
CC-M13-1420-Qx.x

DESCRIPTION:

3/64" -1/8" Cable
DATE: 01/05/07DRAWN BY REV

CHECKED BY

REVISION BLOCK

DESCRIPTION DATE

RDK INT

REV

0.50

0.12

1.00

A

A

Internal Thread

CC-3816

PROPRIETARY AND CONFIDENTIAL

authorization of GRIPLOCK SYSTEMS, LLC.
PART NUMBER:

MATERIAL: DESCRIPTION:NICKEL PLATED BRASS
1:1

of apparatus without the express written

SCALE:

This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS, LLC
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale

Cable Coupler with 3/8-16 
SHEET 1 OF 1

GRIPLOCK SYSTEMS
793 Duncan Reidville Rd. Duncan, SC 29334 
Phone (805) 566-0064 Fax (805) 566-0065
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5    LOOPING GRIPPER

ZF-15X2-HG
for use with 1/16” cable

ZF-25X2-HG
for use with 3/32”

ZF-30X2-HG
for use with 1/8” cable

Working Load Limit (WLL)
5:1 Safety Factor

1/16”

75 lbs

3/32”

160 lbs

1/8”

250 lbs

ZF-30X2-HG
(dimensions subject to change)

ZF-15X2-HG
(dimensions subject to change)

ZF-25X2-HG
(dimensions subject to change)

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 0.87 

 1.14 

 0.61 

REVISIONS

REV. DESCRIPTION DATE

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 ZF-30X2-HG temp

Looping Gripper for 3/32" 
or 1/8" 7x7 or 7x19 Cable

ZF-30x2-HG
DESCRIPTION:DATE: 12/29/2022DRAWN BY REV

CHECKED BY
NRB INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 0.87 

 1.14 

 0.61 

REVISIONS

REV. DESCRIPTION DATE

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 ZF-30X2-HG temp

Looping Gripper for 3/32" 
or 1/8" 7x7 or 7x19 Cable

ZF-30x2-HG
DESCRIPTION:DATE: 12/29/2022DRAWN BY REV

CHECKED BY
NRB INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 0.75 

 0.85 

 0.45 

GTH
07/20/21

Minimum Break Strength: 750lbs with 3/32" Galv. Cable 

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

NICKEL PLATED BRASS
2:1 GR-3-32-LP

5/64-3/32" Looping 
Gripper

ZF-25X2-CG
DESCRIPTION:DATE:DRAWN BY REV

CHECKED BY

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 0.75 

 0.85 

 0.45 

GTH
07/20/21

Minimum Break Strength: 750lbs with 3/32" Galv. Cable 

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

NICKEL PLATED BRASS
2:1 GR-3-32-LP

5/64-3/32" Looping 
Gripper

ZF-25X2-CG
DESCRIPTION:DATE:DRAWN BY REV

CHECKED BY

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 0.62 

 0.69 

 0.38 

REVISIONS

REV. DESCRIPTION DATE

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
2:1 ZF-15X2-HG

Looping Gripper for 3/64" - 
1/16" 7x7 or 7x19 Cable

ZF-15X2-HG
DESCRIPTION:DATE: 1/3/2022DRAWN BY REV

CHECKED BY
NRB INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 0.62 

 0.69 

 0.38 

REVISIONS

REV. DESCRIPTION DATE

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
2:1 ZF-15X2-HG

Looping Gripper for 3/64" - 
1/16" 7x7 or 7x19 Cable

ZF-15X2-HG
DESCRIPTION:DATE: 1/3/2022DRAWN BY REV

CHECKED BY
NRB INT

Insert cable
into Looping
Gripper.

Pass cable
through or
around
anchor point. Insert cable

back into
Looping 
Gripper.

1

2

3

Cable must exit
Looping Gripper
minimum 2 inches
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BOOT GRIPPER    6

ZF-25-SDC
for use with 3/32” cable

ZF-30-SDC
for use with 1/8” cable

Working Load Limit (WLL)
5:1 Safety Factor

3/32”

100 lbs

1/8”

200 lbs

• Boot connects directly to rectangular duct
• Pre-attached rubber pads reduce vibration
• Bottom cable exit

HX-HV-CLIP
(dimensions subject to change...for gripper dimensions, see page 7)

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 1.25  1.25 

 1.625 

 H 

 0.625 

 0.198 

 0.63 

 1.50 

 2x 0.198 

 0.25 

Neoprene With Adhesive Backing
1/16"-1/8" Thickness.

Material Note:
11GA Carbon Steel Per ASTM1011CS
Zinc Plated Per ASTM B633 Fe/Zn 5
or
11GA Pregalvanized Carbon Steel Per ASTM A653 CS
or Equivalent

REVISIONS

REV. DESCRIPTION DATE

H tolerance Griplock P/N
0.438 ±0.015 HX-HV-CLIP--438
0.563 ±0.015 HX-HV-CLIP--563

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

See Note
1:1 HX-HV-CLIP

Hvac Clip
HX-HV-CLIP-xxx

DESCRIPTION:DATE: 3/25/2021DRAWN BY REV

CHECKED BY
NRB INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 1.25  1.25 

 1.625 

 H 

 0.625 

 0.198 

 0.63 

 1.50 

 2x 0.198 

 0.25 

Neoprene With Adhesive Backing
1/16"-1/8" Thickness.

Material Note:
11GA Carbon Steel Per ASTM1011CS
Zinc Plated Per ASTM B633 Fe/Zn 5
or
11GA Pregalvanized Carbon Steel Per ASTM A653 CS
or Equivalent

REVISIONS

REV. DESCRIPTION DATE

H tolerance Griplock P/N
0.438 ±0.015 HX-HV-CLIP--438
0.563 ±0.015 HX-HV-CLIP--563

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

See Note
1:1 HX-HV-CLIP

Hvac Clip
HX-HV-CLIP-xxx

DESCRIPTION:DATE: 3/25/2021DRAWN BY REV

CHECKED BY
NRB INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 1.25  1.25 

 1.625 

 H 

 0.625 

 0.198 

 0.63 

 1.50 

 2x 0.198 

 0.25 

Neoprene With Adhesive Backing
1/16"-1/8" Thickness.

Material Note:
11GA Carbon Steel Per ASTM1011CS
Zinc Plated Per ASTM B633 Fe/Zn 5
or
11GA Pregalvanized Carbon Steel Per ASTM A653 CS
or Equivalent

REVISIONS

REV. DESCRIPTION DATE

H tolerance Griplock P/N
0.438 ±0.015 HX-HV-CLIP--438
0.563 ±0.015 HX-HV-CLIP--563

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

See Note
1:1 HX-HV-CLIP

Hvac Clip
HX-HV-CLIP-xxx

DESCRIPTION:DATE: 3/25/2021DRAWN BY REV

CHECKED BY
NRB INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 1.25  1.25 

 1.625 

 H 

 0.625 

 0.198 

 0.63 

 1.50 

 2x 0.198 

 0.25 

Neoprene With Adhesive Backing
1/16"-1/8" Thickness.

Material Note:
11GA Carbon Steel Per ASTM1011CS
Zinc Plated Per ASTM B633 Fe/Zn 5
or
11GA Pregalvanized Carbon Steel Per ASTM A653 CS
or Equivalent

REVISIONS

REV. DESCRIPTION DATE

H tolerance Griplock P/N
0.438 ±0.015 HX-HV-CLIP--438
0.563 ±0.015 HX-HV-CLIP--563

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

See Note
1:1 HX-HV-CLIP

Hvac Clip
HX-HV-CLIP-xxx

DESCRIPTION:DATE: 3/25/2021DRAWN BY REV

CHECKED BY
NRB INT
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7    STRUT GRIPPER

Working Load Limit (WLL)
5:1 Safety Factor

3/32”

100 lbs

1/8”

200 lbs

• For attaching to downward facing strut
• Bottom cable exit
• Ability to connect multiple grippers to multiple ducts 
with a single cable
(Strut not supplied by Griplock Systems)

ZF-25-1213-KFB
for use with 3/32” cable

ZF-30-STRUT-KFB
for use with 1/8” cable

 0.87 

 0.16 

3/8-18 NPSM 
THREAD

 0.87 

 0.54 

3/32" & 1/8"
CABLE

REVISIONS

REV. DESCRIPTION DATE

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 ZF-30-STRUT-KFB

Gripper for 3/32" or 1/8" 
7x7 or 7x19 Cable

ZF-30-STRUT-KFB
DESCRIPTION:DATE: 11/8/2022DRAWN BY REV

CHECKED BY
RDK INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 0.87 

 0.16 

3/8-18 NPSM 
THREAD

 0.87 

 0.54 

3/32" & 1/8"
CABLE

REVISIONS

REV. DESCRIPTION DATE

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 ZF-30-STRUT-KFB

Gripper for 3/32" or 1/8" 
7x7 or 7x19 Cable

ZF-30-STRUT-KFB
DESCRIPTION:DATE: 11/8/2022DRAWN BY REV

CHECKED BY
RDK INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

ZF-30-STRUT-KFB
(dimensions subject to change)

 0.79 

 0.22 

 0.12 

1/2-13 Threads

 0.75 

 0.55 
 0.65 

 0.87 

5/64" & 3/32"
CABLE

REVISIONS

REV. DESCRIPTION DATE

A REVISED HOUSING 11/17/22

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 ZF-25-1213-KFB-S rA

GRIPPER FOR 5/64" OR 
3/32" 7X7 OR 7X19 CABLE

ZF-25-1213-KFB-S
DESCRIPTION:DATE: 11/7/2022DRAWN BY REV

CHECKED BY
RDK A

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 0.79 

 0.22 

 0.12 

1/2-13 Threads

 0.75 

 0.55 
 0.65 

 0.87 

5/64" & 3/32"
CABLE

REVISIONS

REV. DESCRIPTION DATE

A REVISED HOUSING 11/17/22

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 ZF-25-1213-KFB-S rA

GRIPPER FOR 5/64" OR 
3/32" 7X7 OR 7X19 CABLE

ZF-25-1213-KFB-S
DESCRIPTION:DATE: 11/7/2022DRAWN BY REV

CHECKED BY
RDK A

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

ZF-25-1213-KFB
(dimensions subject to change)
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STRUT / CLEVIS GRIPPER    8

Working Load Limit (WLL)
5:1 Safety Factor

3/32”

100 lbs

1/8”

200 lbs

• For attaching to upward facing strut
• Bottom cable exit
• Ability to connect multiple grippers to multiple ducts 
with a single cable
• Channel nut required. Can be purchased from Griplock Systems (see pg. 10)
(Clevis and Strut not supplied by Griplock Systems)

ZF-25-3816-S
for use with 3/32” cable

ZF-30-3816-S
for use with 1/8” cable

ZF-30-3816-S
(dimensions subject to change)

ZF-25-3816-S
(dimensions subject to change)

 2.02 

 1.00 

 0.38 

3/8-16 Threads

 0.47 
5/64" & 3/32"
CABLE

REVISIONS

REV. DESCRIPTION DATE

A UPDATED HG-25-3816-STUD 10/10/22

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 ZF-25-3816-S

STANDARD GRIPPER FOR 
5/64" & 3/32" CABBLE

ZF-25-3816-S
DESCRIPTION:DATE: 9/9/2022DRAWN BY REV

CHECKED BY
RDK INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

 2.02 

 1.00 

 0.38 

3/8-16 Threads

 0.47 
5/64" & 3/32"
CABLE

REVISIONS

REV. DESCRIPTION DATE

A UPDATED HG-25-3816-STUD 10/10/22

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 ZF-25-3816-S

STANDARD GRIPPER FOR 
5/64" & 3/32" CABBLE

ZF-25-3816-S
DESCRIPTION:DATE: 9/9/2022DRAWN BY REV

CHECKED BY
RDK INT

Unless otherwise specified
1. Dimensions are in inches
2. Tolerances are:
  .XX .01    .XXX .005     Angles 1
3. Break all edges .005 min
4. Finish 63 micro inches
5. Dimensions apply after finish
6. Concentricity = .025 TIR

Unless otherwise specified
1. Dimensions are in millimeters
2. Tolerances are:
  All Dimensions .125     Angles 1
3. Break all edges .125 min
4. Finish 1.6 micro millimeters
5. Dimensions apply after finish
6. Concentricity = .6 TIR

 1.00 

 2.06 

 0.50 

3/8-16 Threads

 0.60 

3/32" & 1/8"
CABLE

REVISIONS

REV. DESCRIPTION DATE

A CHANGED ITEM 5 TO HG-30-3816-STUD-1 10/6/22

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 ZF-30-3816-1-S

STANDARD GRIPPER FOR 
3/32" & 1/8" CABLE

ZF-30-3816-1-S
DESCRIPTION:DATE: 9/15/2022DRAWN BY REV

CHECKED BY
RDK A

Unless otherwise specified
1. Dimensions are in millimeters
2. Tolerances are:
  All Dimensions .125     Angles 1
3. Break all edges .125 min
4. Finish 1.6 micro millimeters
5. Dimensions apply after finish
6. Concentricity = .6 TIR

 1.00 

 2.06 

 0.50 

3/8-16 Threads

 0.60 

3/32" & 1/8"
CABLE

REVISIONS

REV. DESCRIPTION DATE

A CHANGED ITEM 5 TO HG-30-3816-STUD-1 10/6/22

GRIPLOCK SYSTEMS
This drawing and these specifications are the 
exclusive property of GRIPLOCK SYSTEMS LLC.
and shall not be divulged, reproduced, copied,
or used as the basis for the manufacture or sale
of apparatus without the express written
authorization of GRIPLOCK SYSTEMS LLC.

PROPRIETARY AND CONFIDENTIAL

793 Duncan Reidville Rd., Duncan, SC 29334
Phone (805) 566-0064 

SCALE:

MATERIAL:

PART NUMBER:

REF:

FILE:

VARIOUS
1:1 ZF-30-3816-1-S

STANDARD GRIPPER FOR 
3/32" & 1/8" CABLE

ZF-30-3816-1-S
DESCRIPTION:DATE: 9/15/2022DRAWN BY REV

CHECKED BY
RDK A
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9   INSTALLATION GUIDELINES

PROPRIETARY AND CONFIDENTIAL:  The drawings and specifications contained in this publication are the exclusive property of Griplock® Systems, LLC and shall not be divulged, reproduced, copied or used 
as the basis for the manufacture or sale of apparatus without the express written authorization of Griplock® Systems, LLC.

If this is the first time you’ve worked with Griplock Grippers, PLEASE READ THE FOLLOWING INFORMATION CAREFULLY. 

INSTRUCTIONS FOR USE
The information is not applicable to any other cable gripping product. Use of Griplock supplied cables is assumed. Weight load guidelines and other specifications are for illustration 
purposes only. They should not be construed as a warranty that the product or system will conform. Each purchaser is solely responsible for determining (1) that the product and/
or system is suitable for the intended application and (2) that the product and/or system complies with all federal, state and local safety and trade laws and regulations.  End-users 
are cautioned that the integrity of the structures to which these components are attached and the fasteners used to attach them are critical to the integrity of the overall system and 
should therefore be evaluated by a qualified engineer or installer.

•	Use only 7x7 or 7x19 uncoated galvanized or stainless steel aircraft cable. 

•	When feeding cable through a gripper always allow cable to pass 1” beyond the gripper mechanism. When cutting excess  
cable always leave 1/2” of cable showing. Cable should be cut using purpose-built cutters as shown to the right.

•	Cable will not fray when cut unless passed repeatedly through the gripper mechanism or otherwise overworked.  
In this case trim the cable and apply a drop of super-glue.

•	DO NOT ATTEMPT TO RUN AN ELECTRICAL CURRENT THROUGH THESE CABLES. Use a separate power cord. 

•	Adhere strictly to the Weight Load Guidelines.  Use only gripper / cable combinations for  
which a static working load limit (WLL) has been specified, e.g. 1/16” cable with a Type 15 gripper.

•	The Griplock system is generally not recommended for permanent outdoor installations. It should not be exposed  
to wind or water or allowed to oscillate continuously. Avoid using in chemical-laden environments such as  
indoor swimming pools (for more information on these applications please call our office).  
 

ANGLED APPLICATIONS
•	Cables should not enter or exit grippers at more than a 5° angle (see illustration at right).

•	A pendant load exerts greater force on angled / non-vertical cables than it would on 
vertical cables.

•	To determine the working load limit on an angled cable supporting a load, take the working load 
limit for the gripper / cable combination and multiply it by the factor from the chart below. For example, for a 1/16” galvanized cable 
with type 25 Premium gripper at a 45° angle, take the 50 lbs safe working load and multiply it by 0.70 from below: 50 lbs x 0.70 = 35 lbs.  
So 35 lbs will be the safe working load for each suspension at a 45° angle instead of 50 lbs for a vertical suspension. 

•	Angles beyond 60° are not recommended.  
 

For more information about this please call our office. 

ANGLE FROM VERT.	       0° 		  15°		  30°		  45°		  60°	

FACTOR	  	      1		  0.96		  0.86		  0.70		  0.50

5° max.
deviation
from 
center 
line

TL-CUTTER-AS
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WEIGHT LOAD GUIDELINES  10

		

CABLE DIAMETER	     		                  	 GRIPPER TYPE
Inches         mm	        Type 15                    Type 25                    Type 30	       ZF-15X2-HG      ZF-25X2-HG     ZF-30X2-HG
		         3-Ball	                   3-Ball	          3-Ball	       	        Looping	            Looping           Looping

Safe Working Load in Pounds - 7x7 or 7x19 Galvanized Cable

STATIC WORKING LOAD LIMITS (WLL) FOR GRIPLOCK® HVAC AND PIPING GRIPPERS 
Safe working loads are 20% of the minimum break strength of the gripper / cable combination

•	 The 5:1 WLL reflects the cable industry standard. Where no WLL is shown, grippers and cables are not compatible.

•	 Chart indicates the WLL for gripper / cable combinations when used with 7x7 or 7x19 steel core uncoated galvanized aircraft cable. 
Do not use plastic coated cable.

•	 Chart applies to Griplock HVAC and Piping grippers and Griplock provided cable only. They are not applicable to any other cable gripping 
product.

1/16”

3/32”

1/8”

    1.6mm	 50							               75	

    2.5mm		                   100			                                                             160	

    3.2mm					             200			                                           250

ACCESSORIES    

HF-N-1213
Hex Nut 1/2”
HF-N-3816
Hex Nut 3/8”

HF-N-1213-STRUT
Strut Channel Nut 1/2”
HF-N-3816-STRUT
Strut Channel Nut 3/8”

HF-W-F-OCT-1213
Centering Strut Channel Washer 1/2”
HF-W-F-OCT-3816
Centering Strut Channel Washer 3/8”

TL-CUTTER-AS
Cable cutters for 1/32”-1/8”

HX-ABS-C-0.25
0.25” OD, 0.04” Wall, 
Clear Plastic Tubing

HF-W-FSQ-NS-1213
No-Spin Strut Channel Washer 1/2”
HF-W-FSQ-NS-3816
No-Spin Strut Channel Washer 3/8”

HF-W-FSQ-1213-STRUT
Strut Channel Washer1/2”
HF-W-FSQ-3816-STRUT
Strut Channel Washer 3/8”

HX-HV-CLIP
HVAC Clip for use with boot 
gripper
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